
	RV-3095

The 75 ohm Sensar RV-3095 antenna has built-in amplifier and unique circuitry that gives you clear VHF/UHF reception whenever you park your RV. Raise, lower and rotate the Sensar III antenna from inside your parked RV. It’s easy to install and extends only four inches above the roof while traveling. The antenna can be elevated to 40" above the roof line, and is bidirectional — it must be pointed toward the TV station you want to watch. It must be used while the vehicle is parked. The Sensar antenna is made of tough UV protected Centrex®* polymer and other materials that are corrosion resistant. 

	
	
HD Ready
When combined with digital off-air tuner and HD television, Sensar III head is capable of receiving local channels in razor sharp High Definition.

Package Includes...

· 20 feet of 75 ohm coaxial cable

· 6 foot TV set cord

· mounting hardware

· white on/off power supply switch - has +12VDC receptacle, built-in two-way splitter for second TV outlet, a convenient power-on/off indicator light and cable TV input.

Specifications:

· Height: 4" lowered, 40" raised

· Width: 4.75" antenna only

· Length: antenna including elements 45.5"

· Weight: 12 lbs.

Other Models Available:

· RV-5095 - Non-amplified version of the RV-3095. Use RA-7596 wallplate amplifier to strengthen signal.

· RV-7095 - Includes only the amplified antenna head and lift with white interior control parts. Cable and power supply sold separately.
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